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1. Safety standards

1.1 Important safety instruction
SAVE THIS INSTRUCTION - This manual contains important instructions for models M4-BH-OxS-009VU where "x" 
goes from 3 to 8, that should be followed during installation and maintenance of the UPS and batteries.

This manual should be kept carefully in a safe place near the UPS, so that it can be consulted by the operator at 
any time for any information that may be needed regarding correct use of the unit. Read the manual carefully before 
connecting the unit to the a.c. mains supply and to the downstream appliances. Before the UPS is put into commis-
sion, the user must be perfectly familiar with its operation, with the position of all the controls and with the technical 
and functional characteristics of the unit, so as to ensure there will be no risk to any persons or to the appliance itself.  

CAUTION: Do not open or mutilate batteries. Released electrolyte is harmful to the skin and eyes. It 
may be toxic.

CAUTION: Do not dispose of batteries in a fire. The batteries may explode.

CAUTION:  Risk of Electric Shock - Battery circuit is not isolated from ac input, hazardus voltage 
may exists between battery terminals and ground. Test before touching.

WARNING: Care shall be taken not to wear clothes and footwear which may build up electrostatic 
charge. Absorbing cloth moistened only with water shall be used for battery cleaning. Other clean-
ing agents may result in built up of static charge or may damage the battery cases.

NOTE: Use Personal Protective Equipment (PPE) when carrying out any work on the unit.

NOTE: When carrying out electrical installation, all applicable standards specified by the NEC and 
the electricity supplier must be observed. All national standards applicable to batteries must be 
observed. For further information refer to Technical specification chapter.

NOTE: Only use accessories recommended or sold by the manufacturer.

NOTE: Batteries must only be replaced with batteries recommended or sold by the manufacturer. 
Batteries must only be replaced by qualified technicians.

NOTE: If using cabinets not supplied by the manufacturers of the UPS, it is the installer’s respon-
sibility to check the electrical compatibility and the presence of appropriate protection devices 
between the UPS and the battery cabinet (fuses and switches of sufficient capacity to protect the 
cables from the UPS to the battery cabinet). As soon as the UPS is switched on (before closing the 
battery switches) the battery parameters must be verified accordingly (voltage, capacity, number 
of elements, etc.) on the mimic panel menu. If the values indicated on the battery cabinet data 
plate are different from those shown on the mimic panel, please correct the settings.

CAUTION: A battery can present a risk of electrical shock and high short circuit current. The follow-
ing precautions should be observed when working on batteries:
• remove watches, rings or other metal objects
• use tools with insulated handles
• wear rubber gloves and boots
• do not lay tools or metal parts on top of batteries
• disconnect the charging source prior to connecting or disconnecting battery terminals
•  determine if battery is inadvertently earthed. If inadvertently grounded, remove source from 

ground. Contact with any part of a grounded battery can result in electrical shock. The likelihood 
of such shock can be reduced if such grounds are removed during installation and maintenance 
(applicable to equipment and remote battery supplies not having a grounded supply circuit).

WARNING: Batteries shall be neither connected nor disconnected when current is flowing. Isolate 
the circuit elsewhere first.

WARNING: Before carrying out any operations, ensure that:
• the switches located inside the battery cabinet are open
• the UPS is not live and all mains or battery switches are open
• the switches upstream of the UPS are open
• wait approx. 5 minutes for the unit to discharge completely.
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NOTE: Connect the PE ground conductor before making any other connections.

DANGER! RISK OF ELECTRIC SHOCK: Disconnect all power sources before carrying out any oper-
ations on the unit (cleaning and maintenance, connection of appliances, etc.).

DANGER! RISK OF ELECTRIC SHOCK: Do not interfere with the disconnecting switches on the unit 
while the UPS is running on battery power.

DANGER! RISK OF ELECTRIC SHOCK: There is no insulation between the batteries and the mains 
supply therefore it is extremely dangerous to touch any parts of the accumulator battery.

WARNING: Strictly observe the following:
•  polarity of each individual string: cabling errors with inversion of battery polarity may cause 

permanent damage to the equipment
• cable cross-section (refer to Electrical Requirements chapter).

NOTE: As soon as the UPS is switched on (before closing the battery switches) the battery param-
eters must be verified accordingly (voltage, capacity, number of elements, etc.) on the mimic panel 
menu. If the values indicated on the battery cabinet data plate are different from those shown on 
the mimic panel, please correct the settings.

NOTE: If the unit needs to be disposed of it must be given to companies specialising in the 
disposal of the system’s constituent materials.

NOTE: The batteries are toxic waste. If the battery cabinet needs to be scrapped it is essential to 
entrust the equipment solely and exclusively to firms specializing in the disposal of the materials 
making up the system. These are obliged to break up and dispose of the various components in 
accordance with the legal provisions in force in the country where the system is installed.

NOTE: Any use other than the specified purpose will be considered improper. The manufacturer/
supplier shall not be held responsible for damage resulting from this. Risk and responsibility lies 
with the system manager.
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1.2 Description of symbols
All interior and exterior precautions and warnings on labels and plates on the equipment should be complied with.

UL 1778; CSA-C22.2 NO.107.3-05; MET file 
E114654

The electrolyte corrodes metals and burns 
the skin and all parts of the human body.

5 min.

Waiting time before operating WARNING!
 Risk of explosion! Avoid short circuits! Never 
place tools or metal objects on the accumu-
lators.

DANGER! High voltage (black/yellow) Wear safety goggles and suitable clothing.

Protective earth terminal (PE) Read the user instructions carefully.
Read the user manual before performing any 
operations.

Read the user manual before using the unit Wear protective gloves and clothing.

Do not smoke, use naked flames or 
generate sparks in the vicinity of the accu-
mulators.

In the event of contact with the eyes, wash 
immediately with plenty water and  call a 
doctor. Call a doctor immediately in the 
event of accidents or illness.

It is forbidden for non-qualified personnel to 
work on the batteries. 

 The unit MUST be handled by at least two 
people.

Accumulators are heavy! Use suitable trans-
port and lifting equipment to work safely.

Batteries and related  parts contain lead. 
Lead is dangerous to health if ingested. 
Wash hands after handling!

Connecting accumulators in series creates 
hazardous voltages.

WARNING LABEL

The warning label provided identifies the battery room. 

The label should be placed outside the battery room in a visible position.

www.socomec.com
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2. Environmental requirements and handling
NOTE!
Before carrying out any operations on the unit read the Safety standards chapter carefully.

2.1 Environmental requirements
Install the unit in a technical room which is only accessible to skilled technicians. The room must be:

• of a suitable size;

• adequately ventilated(1);

• clean;

• free from conductive, inflammable, explosive and corrosive items;

• maintained at a temperature between 32 °F and 104 °F.

The unit is not designed for outdoor use. Do not expose the unit to direct sunlight.

The unit must not be installed in a conductive, inflammable, explosive and corrosive atmosphere.

See TECHNICAL SPECIFICATIONS.
1. In accordance with UL 1778.
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CORRECT POSITIONING

2.1-3  Recommended installation

UPS UPS
BATTERY 
CABINET

BATTERY 
CABINET

BATTERY 
CABINET

2.2 Handling
• The packaging guarantees the stability of the unit during shipping and physical transfer.

• The unit must remain in a vertical position during all shipping and moving operations.

• Ensure that the floor is strong enough to support the weight of the unit.

• Carry the packaged unit as close as possible to the installation site.

WARNING! HEAVY WEIGHT!
Move the unit using a forklift truck taking the utmost caution at all times.

The unit MUST be handled by at least two people.

The unit can be moved with a maximum of eight battery shelves installed.

Do not move the unit by putting pressure on the front door.

When moving the unit on even slightly sloping surfaces, use the locking equipment and braking 
devices to ensure that the unit does not fall over.

When the equipment is transferred from a cold to a warm place wait approx. two hours before 
putting the unit into operation.

CAUTION IF DAMAGED.
If the unit is found to be damaged externally or internally, or any of the accessories are damaged or 
missing, contact SoCOMEC.
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3. Overview
NOTE!
Before carrying out any operations on the unit read the Safety standards chapter carefully.

WARNING!
Before carrying out any operations, ensure that:
• the switches located inside the battery cabinet are open;
• the UPS is not live and all mains or battery switches are open;
• the switches upstream of the UPS are open.
• Wait approx. 5 minutes for the unit to discharge completely.

Cabling errors with inversion of battery polarity may cause permanent damage to the equipment.

3.1

     

3.3

3.4  9 Ah battery cabinet
BATTERIESSWITCHES

0

1

TEMPERATURE
PROBE

CONNECTION
TERMINALS

+ N -

EARTH
CONNECTION
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4. Connections
NOTE!
Before carrying out any operations on the unit read the Safety standards chapter carefully.

WARNING!
Before carrying out any operations, ensure that:
• the switches and fuse holders located inside the battery cabinet are open;
• the UPS is not live and all mains or battery switches are open;
• the switches upstream of the UPS are open;
• Wait approx. 5 minutes for the unit to discharge completely.

As soon as the UPS is switched on (before closing the battery switches) the battery parameters 
must be verified accordingly (voltage, capacity, number of elements, etc.) on the mimic panel 
menu. If the values indicated on the battery cabinet data plate are different from those shown on 
the mimic panel, please correct the settings.

4.1

+ N -

UPSBATTERY CABINETBATTERY CABINET

+ N - + N -

AFTER CONNECTING

4.2
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Rear cable entry

DANGER!
HAZARD OF ELECTRIC SHOCK, EXPLOSION, OR ARC FLASH
Do not drill or punch holes for cables or conduits with the gland plate installed and do not drill or 
punch holes in close proximity to the UPS.
Failure to follow these instructions will result in death or serious injury.

1. Remove the lower back aluminium gland plate.

2. Drill/punch holes for power cables/conduits in the aluminium gland plate.

3. Install conduits (not provided), if applicable.

4. Install the aluminium gland plate in the rear of the UPS.
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OTHER CONNECTIONS

WARNING! RISK OF TIPPING OVER!
The battery shelves must be inserted from the bottom upwards and removed from the top down-
wards to ensure the unit remains stable.

The battery shelves have to be installed in an alternating fashion as shown in the diagram.

WARNING!
At least one battery shelf must be matched with one power module.

WARNING!
Before removing any battery shelves, ensure that the remaining power modules can support the 
load.

WARNING!
When batteries are added or removed, the recharge setting parameters must be verified.

WARNING! RISK OF ELECTRIC SHOCK!
The following precautions must be observed when working on batteries:
- remove watches, rings or other metal objects;
- use tools with insulated handles;
- wear rubber gloves and boots;
- do not lay tools or metal parts on top of batteries;
- disconnect the charging source prior to connecting or disconnecting battery terminals;
-  determine if battery is inadvertently earthed. if so remove source from the earth connection. 

Contact with any part of an earthed battery can result in electrical shock.

NOTE!
Follow the instructions for correct insertion.

Not 
used

4-3  Battery shelves: connection order

1

5

3

7

2

6

4

8

Battery pack

Battery shelf

Battery pack

4-4  
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BATTERY MODULE CONNECTION
1

0

1

A

B

C
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5. Technical specifi cations

Technical specifications

Battery +288 VDC, -288 VDC 9 Ah/string(1)

Battery settings(2) 144 cells - 9 Ah per shelf

Matching (number of batteries per power 
module)

at least 1 battery shelf for each power module

Dimensions (L x D x H)
800 x 950 x 1989 mm

2' 7" 1⁄2 x 3' 1" 13⁄32 x 6' 6" 5⁄16 ft.

Weight (empty cabinet) 573 lbs

Weight (cabinet with batteries) 3854 lbs

Battery shelf weight 309 lbs

Protection level IP20 NEMA1

Operating temperature(3) 32 to 104 °F (59 to 77 °F recommended for longer battery life)

Ambient storage and transport temperature(3) 23 to +104 °F max (recommended: 77 °F)

Relative humidity (condensation-free) up to 95%

Battery recharging

Tambient ≤ 77 °F every 6 months

77 °F ≤ Tambient ≤ 86 °F every 4 months

86 °F ≤ Tambient ≤ 95 °F every 3 months

95 °F ≤ Tambient ≤ 104 °F every 2 months

Tambient > 104 °F not recommended

Standards

Safety UL1778 CSA C22.2 N. 107.3-05

Degree of protection standard NEMA A (IP20)

SEISMIC OSHPD Pre-approval (optional)
(1) 8 strings max.

(2) Refer to the data label attached to the cabinet.

(3) General instructions for the application of lead batteries. For further details, see the battery manufacturer’s instructions.
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Socomec: our innovations supporting your energy performance

The specialist for critical applications

Your power management expert

10 % of sales revenue  
dedicated to R&D

• Energy quality
• Energy availability
• Energy storage

400 experts  
dedicated to service provision

•  Prevention and repairs
• Measurement and analysis
• Optimisation
•  Consultancy, commissioning 

and training

1 independent manufacturer

•  Control, command of LV 
facilities

• Safety of persons and assets

3,600 employees 
worldwide

•  Measurement of electrical 
parameters

• Energy management

A worldwide presence

80 countries 
where our brand is distributed

12 production sites
• France (x3)
• Italy (x2)
• Tunisia
• India
• China (x2)
• USA (x3)

28 subsidiaries and commercial locations
• Algeria • Australia • Belgium • China • Canada
• Dubai (United Arab Emirates) • France • Germany
• India • Indonesia • Italy • Ivory Coast • Netherlands
• Poland • Portugal • Romania • Singapore • Slovenia
• South Africa • Spain • Switzerland • Thailand
• Tunisia • Turkey • UK • USA

POWER
CONVERSION

POWER
MONITORING

POWER
SWITCHING

EXPERT
SERVICES

HEAD OFFICE

SOCOMEC GROUP
SAS SOCOMEC capital 10 589 500 €
R.C.S. Strasbourg B 548 500 149 
B.P. 60010 - 1, rue de Westhouse 
F-67235 Benfeld Cedex
Tel. +33 3 88 57 41 41 - Fax +33 3 88 57 78 78
info.scp.isd@socomec.com

YOUR DISTRIBUTOR / PARTNER

www.socomec.com

*IOMMODABXX07-EN  02*
IOMMODABXX07-EN  02  01.2020

15
09

01
20



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket true
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ITA <FEFF005b00500061007200200072006100700070006f00720074002000e00020002700470079007300730020002d00200066006f006e0064007300200070006500720064007500730020002b00200072006500700065>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2540 2540]
  /PageSize [297.638 419.528]
>> setpagedevice


